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Double Knit

2+6 & 4+6 Tracks
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Pai Lung K-series

Pai Lung’ s K series represents a remarkable new
concept that draws on highly original thinking in
design and clever new advances in engineering. It
combines interior Pai Lung’ s latest Knitel technol-
ogy to a double jersey system in a redefined
knitting head that's no longer than a interlock
machine only.

The main gear transmission of dial and cylinder in
the double jersey machine are the oil bathed lubri-
cation. This design can deduce the running noise,
energy loss, and part worn out, also provide
higher operating RPM in production. The K frame
design can separate the frame oil and waste
needle oil effectively for easy maintenance. The
housing grooving structure can afford long- term
period of any heavy loading from the take up
system.

Considered the various yarn material applica-
tions, the knitting head of Pai Lung interlock
machine can offer the best solution for different
request in knitting, like fine polished and hardness
cam, the feeding angle of the yarn carrier, and
yarn tension in needle knock over. The cam mea-
suring screw is based on the driving principle of
two closed faces. Accurate indication is able to
effectively give knitting operator in pattern and
weight reference.

Based on 2+6 cam track design, not only plain
interlock fabrics which produced by normal 2+2
cam track type, also punte de roma, eight lock
double pique, single pique, wet ripple, and revers-
ible etc. Also in 2+4 track cam arrangement system
which can produce pattern like twills herringbone
creapes, double lacostte, vertical striper, and small
pique etc.

6 cylinder cam tracks can produce more compli-
cated pattern without operating difficulty. Some
small jacquard pattern design for sportswear can
be created in this machine instead of mini jacquard
model.

By the combination of 4 tracks on dial and 6 tracks
on cylinder, imitate the function of jacquard
effect. Makes the back side more like 3D structure,
also enhanced the air permeability. Will outstand-
ingly increase the comfort of sportswear.

model track | cylinder gauge
PL-KD3C | 2+6 26™~42” | 18~42G

PL-KD2.5D | 4+6 26427 | 14~42G
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Pai Lung K-series

Double Knit
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Pai Lung K-series
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Yarn storage

Yarn carries
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Oiler

Creels

afy

Others

Conversion kit

Standard

- Digital control panel

3 shift counter, rpm, fabric roll
per-set, & working hr.

® Stop reason indication.

* Emergency & control buttons

- 380V, 50/60Hz,
- 2.2Kw/3Hp - 3.7Kw/5Hp
- 55Kw/7.5Hp - 7.3Kw/10Hp

- Inverter power control

- Mechanical take up system

- Cadratex fabric spreader

- 2track cylinder needles

- 2track dial needles

- 2track cylinder and dial each
cams arrangement

- 2 feeder/ per cam box

- 1feeder/ per cylinder cam box

- Scope

- Positive feeder MPF-30L1

- 3feederiron rings&1 spare

- PaiLung K frame

- Oil bathed quantity wheels gear
box

- Top inclined cylinder cam box

- Count clockwise direction

- Standard fabricroll dia’ 17"

- 2 holes type without ceramics

- Pulsonic 5.2 pressure oiler

- D8/D9 type PVC tube creel

- Needle detectors

- Lightings on frame & fabrics
- Top fans system

- Central fan & rotating blower
- Cylinder height gauge

- Compressed air : 6 bar 250 |/min

Options

Integrated LCD control system

Touch panel

Fullinfo & control present

Ready for POMS and others electronic
control & monitor connection

220V, 50/60Hz
415~460V, 50/60Hz

Motor take up system

Folding/ rolling take up system
Open with/ rolling take up system
Yung Leader mechanical take up
system

4 track cylinder needles

6 track cylinder needles

Sparer & needles as request

4 track cylinder or 6 track cylinder
cams arrangement

Extra cam arrangement depends on
request

Blister cams

Postive feeder MPF-30P1/ NEO Knit
Elastane roller MER3

Other brand feeders on request

1 hole type without ceramics

2 holes type with ceramics
Spandex attachment

Uniwave misty oiler

Pai Lung misty oiler

B8/B9 types combi creels
Overhead creels - Fan creels

Aluminum tube - Filter creels

Central stitch adjustment

Integrated LCD control system can be
added:

® POMS on-line monitoring
e Decotex port ( ready for 2 yarn

feeding length figures, and can be
added to 8 figures)

Electronic central stitch control
Electronic tape speed control

Rib conversion kit

Other gauge cylinder change

Enveloped fabrics equipment



