


Convenience, practicality, efficiency, versatility 
and above all, quality are the hallmarks of Pai 
Lung’s Knitel rib/interlock series. The superbly 
refined and engineered models will deliver all that 
is promised.

Pai Lung’s Knitel rib/interlock series is available in 
several stunning grades; from the superbly 
equipped PL-KR1.5B to top output of the range 
PL-KR2.5B. Body size models like the PL-KRA 
are popular on underwear and leisure suit 
production.

The convenience of Knitel is instantly recogniz-
able, thanks to full funcation equipment that 
include all types of cams for fabric design demand 
for quick cylinder exchange in inter-rib model 
ready pull-out yarn carriers on one ring for quick 
adjustment, and refined rib delay timing knit cams 
designed for fabric elasticity, especially in Lycra 
plating. Inside the oil bathed frame detailing has 
been improved and structured for higher speed 
operation.

The Knitel rib/ interlock design reflects the 
modern, innovative era which customer can see 
It’s engineering is sophisticated enough to deliv-
ery the performance, efficiency and output that
the knitting industry demands. It’s specification is
outstanding enough to leave it’s other competi-
tors trailing. 

Yarn materials: cotton,blend,synthetic fibers & 
elastics plating.

Specification of machine models

*     PL-KRA 7”~12” is 1X1 track and only 12G~18G
**   PL-KR1.5B 13”~15” max to 20G
*** PL-KR2B interlock structure max to 36G

PL-KR2B is a (2+4) tracks circular knitting model with 
rib(12~22G)/interlock(20~28G) dual function. It is able to 
produce basic rib structure such as 1X1, 2X2 rib, and elastic 
yarn plating added. More applications including bubble 
wrinkles, pique, interlock, double pique, Miland rib thermal 
rib, honey cone half Cadigan, full Cardigan, etc.

PL-KR2.5B with (2+4) cam track is the latest model with 
higher feeds to reach the highest rib & interlock production

KRA is the (2+2) track rib model with the ability of 1X1 and 
2X2 rib (PL-KRA 7”~12” is (1+1) track model).

PL-KR1.5B dual function model can offer (2+2) track rib or 
(1+1) track in the small diameter model. Its feeder system 
can make a better elastic touch in fabrics.

Pai Lung’s PL-KRA, PL-KR2B,and PL-KR2.5B above 26” range 
model, regarding to market demand the dial knit cam can be 
specially supplied with the divided cams in raise & stitch type.
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       簡易操作、變化性快、實用性強、產量提升，仍不足以稱讚佰龍羅紋機系列產品
針對市場不斷的變化，時時汲取最新訊息，以不斷精進的設計與製作方式造就今日
高品質的佰龍產品，持續地貢獻業界生產。

        在全系列Knitel 羅紋系列上，佰龍注重織物產出之品質。在操作上，採用整組餵
紗舌片圈設計，提供整體舌片水平時序調整，每組舌片可以向外翻出，便於穿紗。而
在強調羅紋布性上，依據提供機型不同，成圈三角延遲最高可達5mm延遲收針，搭
配氨輪添加，更有利於布面之彈性。而在多用途使用上，PL-KR2B機型則可以搭配
針筒延遲及同收三角，有利於市場需求改變時，只需短時間更換較高針數針筒，有
效提供組織變換。機台上下傳動主齒輪採用浸油式潤滑設計，降低摩耗，提升運轉
功率。PL-KR2.5B高路數羅紋系列，強調高產量產出。而精心設計之三角山形軌跡
更加強布面品質，保持機台運轉輕盈。另外可搭配佰龍所擁有之雙面機加沉降環功
能，達到下布更簡易，反應處理時間上更快。

       佰龍羅紋機尺寸範圍廣泛，包含小尺寸7”之1X1 機種；中小型連續尺寸13”~24”
機種提供了大量內衣、休閒裝專用的生產；而一般標準30”以上機型更廣為業界使
用。對具備大型染整設備業者，更可提供高腳大捲裝羅紋機以增加其經濟效益。

　　佰龍相信所有的機台功能及品質絕非一蹴可躋，而是來自我不斷的演化進步。
佰龍研發堅強的研發後盾，提供業界尋找生產最佳化的選擇。

可適織紗種包括棉、絲、及各種化纖，混紡，人造毛料，搭配氨輪添加功能。
*    PL-KRA 可提供 7”~12” (1+1) track 12G~18G 範圍
**  PL-KR1.5B 13”~15” 最高針數為20G
***PL-KR2B 改為棉毛最高針數為36G

PL-KR2B 機台具備2+4段跑道，為棉毛(20G~28G)及羅紋(12~22G)雙用途，可以織造基本
具備彈性之1X1, 2X2 羅紋布，及含氨綸之高彈性羅紋布。機台可以依據需求搭配針筒同步及
延遲成圈三角、集圈、浮線三角，配合機台針筒針距變化，持一般羅紋及棉毛組之外，更可提
供米蘭諾，暖羅紋，蜂窩組織，十字布，樓梯布，健康布，皺皺布，半畸編及畸編組織。

PL-KR2.5B 則提供高產量羅紋布生產之新選項。
PL-KR1.5B 為較低路數羅紋機，適用於在1X1 及 2X2 織造彈性較佳之羅紋組織布。
PL-KRA 為上2 下2 段機種，可以織造標準 1X1 及2X2 羅紋布。另提供上1下1 段機種。

佰龍PL-KRA、PL-KR2B在26”以上機型，可依據客戶需求提供整塊及集圈三角，或分開出、收
針三角以供調整需求。

PL-KR

機種規格衍生及織物特性
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PL-KRADia PL-KRDA PL-KR1.5B PL-KR2.5BPL-KR2B

5”~12”

13”~18”

XTF Y R Z1

1530 2000 1200 2000

1815 2040 1482 2000

19”~24” 1950 2190 1500 2000

25”~30” 1885 2200 1617 2000

31”~34” 2035 2370 1682 2000

35”~40” 2177 2531 1762 2000

41”~46” 2260 2665 1878 2000

47”~52” 2400 3050 1993 2000

Z2

3300

3300

3300

3300

3300

3300

3300

3300

E1

1915

2630

3309

3434

3564

3724

3956

4186

E2

2559

3164

3345

4060

4775

5490

6205

6920

Dimensions 機台外觀尺寸圖
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Feeder No.  口數

Above specification may be
changed without notice.

Investigating management 
software does not include
factory layout.

以上規格配備若有變更，無法
先行通知，仍以實體為準。

客戶需自行購買配合整廠管
理所需之配線。
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ONLY 1+1 Rib.

單位 ( unit)：mm



*     PL-KRA 7”~12” is 1X1 track and only 12G~18G
**   PL-KR1.5B 13”~15” max to 20G
*** PL-KR2B interlock structure max to 36G

PL-KR2B is a (2+4) tracks circular knitting model with 
rib(12~22G)/interlock(20~28G) dual function. It is able to 
produce basic rib structure such as 1X1, 2X2 rib, and elastic 
yarn plating added. More applications including bubble 
wrinkles, pique, interlock, double pique, Miland rib thermal 
rib, honey cone half Cadigan, full Cardigan, etc.

PL-KR2.5B with (2+4) cam track is the latest model with 
higher feeds to reach the highest rib & interlock production

KRA is the (2+2) track rib model with the ability of 1X1 and 
2X2 rib (PL-KRA 7”~12” is (1+1) track model).

PL-KR1.5B dual function model can offer (2+2) track rib or 
(1+1) track in the small diameter model. Its feeder system 
can make a better elastic touch in fabrics.

Pai Lung’s PL-KRA, PL-KR2B,and PL-KR2.5B above 26” range 
model, regarding to market demand the dial knit cam can be 
specially supplied with the divided cams in raise & stitch type.

可適織紗種包括棉、絲、及各種化纖，混紡，人造毛料，搭配氨輪添加功能。
*    PL-KRA 可提供 7”~12” (1+1) track 12G~18G 範圍
**  PL-KR1.5B 13”~15” 最高針數為20G
***PL-KR2B 改為棉毛最高針數為36G

PL-KR2B 機台具備2+4段跑道，為棉毛(20G~28G)及羅紋(12~22G)雙用途，可以織造基本
具備彈性之1X1, 2X2 羅紋布，及含氨綸之高彈性羅紋布。機台可以依據需求搭配針筒同步及
延遲成圈三角、集圈、浮線三角，配合機台針筒針距變化，持一般羅紋及棉毛組之外，更可提
供米蘭諾，暖羅紋，蜂窩組織，十字布，樓梯布，健康布，皺皺布，半畸編及畸編組織。

PL-KR2.5B 則提供高產量羅紋布生產之新選項。
PL-KR1.5B 為較低路數羅紋機，適用於在1X1 及 2X2 織造彈性較佳之羅紋組織布。
PL-KRA 為上2 下2 段機種，可以織造標準 1X1 及2X2 羅紋布。另提供上1下1 段機種。

佰龍PL-KRA、PL-KR2B在26”以上機型，可依據客戶需求提供整塊及集圈三角，或分開出、收
針三角以供調整需求。
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