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PAI LUNG MACHINERY MILL CO.,LTD. Terry



To create a new life for terry fabrics, Pai Lung researches 
and offers the new territory of terry fabrics-Double face 
terry.

Double face terry  could be used for thick polar fleece, 
micro fiber fleece, and anti-pilling in outing, jackets, baby 
pants, hats, baby booties, and outdoor clothing in garden-
ing, hiking and cycling. Also it can replace woven fabrics in 
towel, gowns, pajamas, lady fashion apparels.

PL-KSDP/DS is equipped with high quality two-sinker 
system technology. Three yarns feeding are for inner pile, 
ground fabric, and outer pile. The inner pile high supply 
from 1.6mm~4.5mm. Out pile sinker high are from 
1.5mm~5.0mm. 20G model is for special fine touch feeling 
fabric structure.

SUITABLE MATERIAL
Silk, pure cotton, blend, and synthetic.... etc.

       穩定可靠,產品運用面廣泛,是佰龍單面機設計之首要考量。在實踐人本
精神的理念下,將原有高速Knitel系列架構精華導入,再次提升單面機性能
性及品質。

      採用Knitel針筒座設計,杜絕機台底部溢油汙染織物之可能。大盤及送紗
傳動齒輪箱皆採用浸油設計,運轉輕快,穩定度提高,且降低噪音及減少織物
因剎車造成之影響。新式隙座系統更能支撐高張力及高負重之長期承載
影響。

      可適織紗種包括棉、絲、及各種類化纖、混紡。織物可以取代梭織毛巾布,
成品可以做成各種雙面毛巾布、高厚度雙色毛毯、抗起毛球顆粒布、浴巾、女
仕禮服、 嬰兒貼身織物、睡衣及裝飾布等。

          本機種為國際專利之單面-雙面毛巾針織機,由通過專利設計之信克片
及信克筒上之復合槽編織出雙面毛巾織物。其織造原理乃利用一底紗,兩條
毛紗以雙種特殊信克片與針筒搭配,利用餵入之角度不同來織造。外毛長度
範 圍 為 1 . 5 m m ~ 5 . 0 m m , 利 用 山 角 調 整 毛 長。內 毛 長 範 圍 為 
1.6mm~4.5mm。
適織原料包括亞麻、真絲、棉、混紡、化纖等。
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Dimensions 機台外觀尺寸圖
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4”~12”

13”~18”

XTF Y R Z1

1530 2000 1179.5 1957

1815 2040 1482 1824.05

19”~24” 1950 2190 1554.5 1824.05

25”~30” 1885 2200 1617 1849.5

31”~34” 2035 2370 1682 1849.5

35”~40” 2177 2531 1762 1849.5

41”~46” 2260 2665 1878 2049.5

47”~52” 2400 3050 1993 2049.5

53”~58” 2900 3640 2155 2312.5

59”~64” 3300 3530 2700 2312.5

Z2

3329.3

3210.8

3210.8

3301.8

3301.8

3301.8

3501.8

3501.8

3670

3670

E1

1915

2630

3309

3434

3564

3724

3956

4186

4510

5600

E2

2559

3164

3345

4060

4775

5490

6205

6920

7635

8350

Feeder No.& Needle Chart  口數  & 針筒總針數表

10G

26” 1692

12G

984

16G

1296

18G

1464

PL-KSDP/DSDia

34Fx3

1808

2040

1056

1128

1392 158438Fx3

1512 168042Fx3

2136 1200

1272

1344

180044Fx3

226448Fx3

2376 204050Fx3

28”

30”

32”

34”

36”

1608

1704

1800

1920

18G

1872

1872

1872

1872

1872

1872

HP

5

5

7.5

7.5

7.5

7.5

Above specification may be
changed without notice.

Investigating management 
software does not include
factory layout.

以上規格配備若有變更，無法
先行通知，仍以實體為準。

客戶需自行購買配合整廠管
理所需之配線。

Production 產量 

直徑
Dia. R.P.M. Yarn WidthGauge.

針距 轉速 原料 重量 (g/m )2
Weight

幅寬

30” 16G 20
Outer Ioop:3.0mm.T/R 30’S

Ground:75D
Inner Ioop:4.00mm,150D

Outer/innerIoops:
100D,3.0mm
Ground:100D

Outer Ioop:100D,3.0mm
Ground:150D

Inner Ioop:150D,3.5mm

380 12 74”

30” 16G 20 230 14 68”

30” 14G 20 300 15 70”

(peso/m )2
產量 (m/hr)

Output

Teoricos
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